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ALIENBEES ABR8OO

RINGFLASH SELF-CONTAINED PROFESSIONAL STUDIO RINGFLASH SYSTEM
Price: $399.00 (Sold By AlienBees)
Guarantee: 60-Day Absolute Satisfaction Guarantee / 2-Year Factory Warranty
Output: 320 True Ws / 800 Effective Ws
Weight: approximately 2.5 pounds
Competitors: NONE
Release Date: anticipated date of September 15 for the First Release

Why Use A Ringflash?

A studio ringflash is an invaluable and instantly favorite tool of the professional photographer due to its
ability to produce completely shadow-free lighting. In fashion work, the ringflash provides a popular,
unique form of beauty lighting — shadow-free and revealing unique eyelights. In architectural work, scenes
can be shot instantly — even “point and shoot” without any shadow. (If artistic shadows are desired, they
are easily produced with additional conventional or ringflash units.) For plastic surgeons, cosmetic dentists,
industrial/product photographers and forensic scientists, a studio ringflash is a must for the very best
results. The list goes on and on — Ring is King in the 21st century!

General Description

The ABR800 ringflash is a highly evolved self-contained™* ringflash system designed to meet the
challenges of the new-generation creative professional photographer. It is extremely compact, lightweight
and easy to use with professional or semi-professional cameras with lenses up to 4 inches in diameter.
The ABR800 has a full range of adjustments to accommodate cameras of all heights and depths. It is

fully self-contained and weighs approximately 2.5 pounds including a built-in 320 true wattsecond power
supply and modeling lamp system. In use, the unit need only be plugged into a standard 120VAC outlet —
no power pack is required. The basic ringflash is 8 inches in diameter and approximately 4.5 inches deep
including front lamp protector / diffuser. A wide range of accessories can be quickly attached and locked
into place. The ABR800 features the same rear panel controls as our B400, B800 and B1600 units.

**Self-Contained — as in, no additional power supply needed! As with our AB units, the ABR800 will arrive with a power
cord (UPC15) to plug into a standard 120 VAC power outlet.

Mounting

The ABR800 can be handheld with the camera and grip handle attached for free, aim-and-shoot operation,
it can be tripod mounted with camera attached, or it can be mounted on a standard light stand. When light
stand-mounted, the ringflash can be swiveled and provides a convenient adjustable camera platform. In
the light stand mode, the user has the option of freely moving the camera to shoot through the ringflash,
or of lifting the camera to make adjustments, or to use the ABR800 as a conventional studio flash in non-
aim-through mode.

Handheld: the camera rests on the padded bracket while the unit is held with the bracket handle
Tripod Mounting: the unit will accommodate the standard tripod mounts (1/4-20 thread)

Light Stand Mounting: the unit will arrive with our ABMBA standard AlienBees mounting block that can attach to the unit
to be used with light stands (brass studs up to 5/8-inch in size)
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